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Ukraina Taka Service Co., Ltd.

U1s. <. No.9-V, Lesi Ukrainky Blvd., , 01133 Kyiv- Ukraine, (Reg. No. 23745814) 15.12.1995
— Tel / fax: +38044 2846259, 2857731, www.takaservice.com
E-mail: takaservices@gmail.com

TECHNICAL DATA SHEET
KAOLIN

TAKA KN-83

MANAGEMENT SYSTEM CERTIFICATE 1SO 9001- 1SO 14001

QUALITY SYSTEM CERTIFICATE 1SO 9001

Refined kaolin for use in ceramic industry

PHYSICAL PROPERTIES
MOISTUIE.....eeeeieceeee e 16 % Firing at 1200 ° C
SpPeCific gravity.......cccccvevvvvvveeiiiiiieriieereeen, 2.600 g/m® Fired colour chromameter (L).................... >97 %
Bulk density.......ccccooovvviiiiiiiiniiieiiieeeen 1.000 kg/m*® | Fired colour blue filter (457 nm) .................. >83 %
Modulus Of rupture........cccccceevvivivieeneeennne 10.5 MPa Shrinkage........coooiviiii 6.5 %
RefracCtorniness. .......ccceevviiiiiiiieeeiniiiiinee 1760 °C Water absorption... ..............eevevveviiiiiieiiennnen. 22%
CHEMICAL ANALYSIS
ALO3 38.0 % KO o 0.25 %
SiO, 46.5 % NaZO ..ot 0.03 %
Fe0s . <0.3% LOSS OMIGNMION . corsovsvvsvvsvv v 136%
TiO2 i <1.10 %
MINERALOGICAL COMPOSITION
KaoliNite ....uvieeiiieeeeeeee e 95% QUAIMZ e 30
MUSCOVItE ..o <2% other ... 1%
PARTICLE SIZE ANALYSIS, Laser
Residue at 40 UM......ccovvvvivviiiiiiiiiieeieeeeee, <.0.5%
Lessthan 20 um..........coooiii i, 84 %
Lessthan 10 M., 70 %
Lessthan S5 uM...cccooiiiiiiiiie e, 55 %
Lessthan 2 Moo, 33 %
Lessthan L M., 18 %

Results from representative sample. Are only indicative

“Origin: Ukraine”

Packing: Big Bags of 95*95*120 Cm), 1,350 Kg +/- 1%
HS Code: 25070010

<< This document was generated automatically and is valid without seal & signature of UTSCO.>>

UTsCo., LLC




Ukraina Taka Service Co., Ltd.

TRADE DEPARTMENT
{UJ.S. (0. %; 5} No.9-V, Office-1, Lesi Ukrainky Blvd., 01133 - Kiev, Ukraine- Reg. No. 23745814, DD.15.12.1995
—— Tel / fax: +38044 2846259, 2857731, www.takaservice.com
E.mail: takaservices@gmail.com

TECHNICAL DATA SHEET
KAOLIN

TAKA -80 (Blue)
TU U 08.1-05474145-001:2013

PHYSIKAL PROPERTIES CHEMICAL ANALYSIS

Moisture 14% Al03 36,2 %

Specific density 2,600 kg/m® SiO, 47.4%

Bulk density 1,000 kg/m® Fe20s 0.6 %

Modulus of rupture 1,0 MPa TiO, 1,10 %

Refraktoriness 1760° C K20 0,05 %

Loss on ignition 13.3 % Na,O 0,08 %
Cao 0,25%
MagO 0,09%

FIRED AT 1200°C

L 94.1% <630um __ 09.95%

- 0.09% < 20,0 ym 74.95 %

b 7.2% <50um  og48%

Fired colour (Blue filter457nm) 80,0% <20um  10pa%

Shrinkage 7.31%

MINERALOGY

Kaolinite 95%

Quartz 3%

Muskovite 1%

Others 1%

Origin: Ukraine

Packing: Big Bags of 90*90*120 Cm, 1,250 Kg +/- 1%
HS Code: 25070010

<< This document was generated automatically and is valid without seal & signature of UTSCO.>>
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Ukraina Taka Service Co., Ltd.

1. €0. No.9-V, Office-1, Lesi Ukrainky Blvd., 01133 - Kiev, Ukraine- Reg. No. 23745814, DD.15.12.1995
——

TRADE DEPARTMENT

Tel / fax: +38044 2846259, 2857731, www.takaservice.com

E.mail: takaservices@gmail.com

PHYSIKAL PROPERTIES

TECHNICAL DATA SHEET
KAOLIN

TAKA -80 (Green)
TU U 08.1-05474145-001:2013

CHEMICAL ANALYSIS

Moisture 12% Al;03 362 %
Specific density 2,600 kg/m® SiO, 47.4%
Bulk density 1,000 kg/m® Fe0; 0.6 %
Modulus of rupture 1,0 MPa TiO, 0.9-1,10%
Refraktoriness 1760° C K20 0,75 %
Loss on ignition 13.1+/-2 % Na,0 0,08 %

CaO 0,25 %

MgO 0,2 %

FIRED AT 1200°C PARTICLE SIZE DISTRIBUTION
L 94,1% <2.0ym 61.1%
é 0.09% < 6,0 ym 84.3%
. 1.2% < 10,0 ym 91.8%
Fired colour (Blue filter457nm) 80,0%
< 20,0 ym 96.7%
Shrinkage 7.31%
MINERALOGY
Sedigraph 5000 AT, 1% suspension

Kaolinite 95% + 0.2% NA-Polyphosphate
Quartz 3%
Muskovite 1%
Others 1%

Origin: Ukraine

Packing: Big Bags of 90*90*120 Cm), 1,250 Kg +/- 1%
HS Code: 25070010

<< This document was generated automatically and is valid without seal & signature of UTSCO.>>

UTCa,, LLC




Ukraina Taka Service Co., Ltd.

TRADE DEPARTMENT

1. €0. No.9-V, Office-1, Lesi Ukrainky Blvd., 01133 - Kiev, Ukraine- Reg. No. 23745814, DD.15.12.1995
— Tel / fax: +38044 2846259, 2857731, www.takaservice.com
E.mail: takaservices@gmail.com

TECHNICAL DATA SHEET
KAOLIN

TAKA- KH(65)
GOST 19607 74

PHYSIKAL PROPERTIES CHEMICAL ANALYSIS

Moisture 14% Al;03 36.0 %

Specific density 2,600 kg/m® SO, 47.6 %

Bulk density 1,000 kg/m® Fe;0; 0,95 %

Modulus of rupture 1,0 MPa Tio, 1,15%

Refraktoriness 1760° C K20 0,07 %

Loss on ignition 17.9 % Na,O 0,08 %
ca0 0,15 %
MgO 0,07%

FIRED AT 1200°C PARTICLE SIZE DISTRIBUTION

L 94.1% < 63,0 ym 99,94%

a 1.5% <20,0 ym 87.95 %

b 3.9% <50um 51.30%

Eired colour (Blue filter457nm) 65,0% <20um 27.80 %

Shrinkage 8.9%

MINERALOGY

Kaolinite 95%

Quartz 3%

Muskovite 1%

Others 1%

Origin: Ukraine

Packing: Big Bags of 90*90*120 Cm, 1,250 Kg +/- 1%
HS Code: 25070010

<< This document was generated automatically and is valid without seal & signature of UTSCO.>>

UTCa,, LLC




Ukraina Taka Service Co., Ltd.

TRADE DEPARTMENT
1. €0. No.9-V, Office-1, Lesi Ukrainky Blvd., 01133 - Kiev, Ukraine- Reg. No. 23745814, DD.15.12.1995
—— Tel / fax: +38044 2846259, 2857731, www.takaservice.com
E.mail: takaservices@gmail.com

TECHNICAL DATA SHEET
KAOLIN

TAKA-KM (76)
TU U 08.1-05474145-001:2013

PHYSIKAL PROPERTIES CHEMICAL ANALYSIS

Moisture 16% Al20s 36.1%

Specific density 2,600 kg/m® SiO; 46.8 %

Bulk density 1,000 kg/m® Fe;0; 0.75 %

Modulus of rupture 1,0 MPa Tio, 115 %

Refraktoriness 1760° C K20 0.07 %

Loss on ignition 133% NaO 0,08 %
Cao 0,15%
MagO 0,07 %

FIRED AT 1200°C PARTICLE SIZE DISTRIBUTION

L 91.4% < 63,0 ym 99,94%

a 1.7% <20,0 ym 87,95 %

b 3.9% <50um 42.68%

Eired colour (Blue filter457nm) 76,0% <20um 20.03 %

Shrinkage 7,31%

MINERALOGY CASTING PROPERTIES

Kaolinite 95% Casting rate 30’,not less 5,0 mm

Quartz 3% Content of deflocculant 0,1%

Muskovite 1% Slurry density 1500 g/l

Others 1%

Origin: Ukraine

Packing: Big Bags of 90*90*120 Cm, 1,250 Kg +/- 1%
HS Code: 25070010

<< This document was generated automatically and is valid without seal & signature of UTSCO.>>
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